
•Exceptionally compact motorized roller blind.

•Two installation options are available: a neatly-fixed  
   option, Side Bracket type or an easy-to-install option,  
   Set Bar type.

Motorized Roller Blind

ATF35-RB Nov. 2015
RENEWAL
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Product width 42 mm

30 mm

21 mm

23 mm*

35 mm

37 mm*

45 mm

21 mm

23 mm*

22 mm

24 mm*

Product width

ATF35-RB

This compact design motorized roller blind offers a variety of uses: 
from commercial to home.  

Easy Snap Bracket is available for easy installation and removal. (Set Bar type)

*

*

ATF35 tubular motor realizes quiet operation.

At the Set bar type, the gap between Side Brackets and a screen is small.
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ATF35-RB

No. No.
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Side Bracket Type

Overall Structure Drawing

ATF35-RB

Set Bar Type

Box width = Product width (W) + 1

Product width (W) Blind box 
(Separate work)

42 mm

53
 m

m

18
 m

m

Window side

Room side

42
 m

m

45 mm

40–70 mm 40–70 mm 

Box width = Product width (W) + 1

Product width (W)

59
 m

m

Blind box 
(Separate work)

Window side

Room side

45
 m

m
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ATF35-RB

Junction
box

Locker switch

Power source
Voltage: 220–230 VAC 50/60Hz

Power source
Voltage: 220–230 VAC 50/60Hz

Junction box

Locker switch

Earth Ground

OPEN

CLOSE

COMMON

Basic Connecting Diagram 

Basic Wiring and Connecting Diagram 

Basic Wiring Diagram 

Single Operation

FM Remote Operation

ATF35-RB ATF35-RB 4 3 2 14 3 2 1

Motor on right side

1: 
2: 
3:
4: 

Brown 
Black 
Blue
Yellow/Green 

Motor on left side

1: 
2: 
3:
4: 

Black 
Brown 
Blue
Yellow/Green 

Explanatory notes:            Power supply,            Main body attachment or TOSO standard 

FM RC connector
Powerful 4P type
Terminal Block

FM RC connector
Powerful 4P type
Terminal Block

4P connector

4P connector

4 3 2 14 3 2 1

Power source
Voltage: 220–230 VAC 50/60Hz

Power source
Voltage: 220–230 VAC 50/60Hz

FM RC 
receiver 2.4G

FM RC 
receiver 2.4G

ATF35-RB

ATF35-RB

Motor on right side

1: 
2: 
3:
4: 

Brown 
Black
Blue
Yellow/Green 

Motor on left side

1: 
2: 
3:
4: 

Black 
Brown 
Blue
Yellow/Green 

Red

Green

Black

FM RC 
transmitter 2.4G

Earth Ground

Earth Ground
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ATF35-RB

ATF35-RB

ATF35-RB ATF35-RB ATF35-RB

ATF35-RB ATF35-RB

            Power supply,            Low voltage control line,            Main body attachment or TOSO standard 

Basic Wiring Diagram 

Basic Connecting Diagram 

Simultaneous Operation

Junction
box

Motor on right side

Brown 
Black  
Blue
Yellow/Green 

Motor on left side

Black 
Brown 
Blue
Yellow/Green 

Control unit

Power source

Earth
Ground

Earth
Ground

Earth
Ground

Earth
Ground

Junction
box

Junction
box Control unit

Power source

Earth
Ground

Junction
box

Junction
box Control unit

Power source

Earth
Ground

Junction
box

3-button
momentary

contact switch

4 3 2 14 3 2 1

Junction box

Junction box

Control unit

Earth
Ground Power source

L3 L2 L4 L1L3 L2 L4 L1

4 3 2 14 3 2 1

Junction box

Junction box

Control unit

Earth
Ground Power source

L3 L2 L4 L1L3 L2 L4 L1

4 3 2 14 3 2 1

Junction box

Junction box

Control unit

Earth
Ground Power source

L3 L2 L4 L1L3 L2 L4 L1

Modular
Cable

Modular
Cable

Modular
Cable

3-button momentary
contact switch

OPEN
STOP
CLOSE
COMMON

Switch Specification

*Dry Contact Switching

A contact
A contact
A contact
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30007804

60230162

30007804

01030265

01030201, 01030202 01030201, 01030202

60700230

60700230 60230575

30007802

01030265

60700231

61950023

61950023

63200070

63200070

30007803

63570003

63570003

01030234

60230575

01030234

30007802

60700232

60700232

01030265

65230019

65230019

01030265

*see the figure 
  for details.

60700231

63570003

30007804

ATF35-RB

Side Bracket Type

Exploded View

Set Bar Type

Parts and Components

Item No.

30007802

60700231

60700230

60700232

60230162

30007803

30007804

60230575

ATF35 Tubular Motor

ATF35 Limit Crown

ATF35 Drive

ATF35 Pipe End

Product Name Set Bar Type

1 pc

1 pc

1 pc

1 pc

1 pcs

1 pcs

Side Bracket
Type

1 pc

1 pc

1 pc

1 pc

2 pcs

MT01N Set Bar White

ATF35 Motor Side Bracket N

ATF35 End Side Bracket

ATF35 Roller Pipe W– W–

W–

Item No.

63570003

65230019

63200070

01030234

61950023

01030265

01030201

01030202

Product Name

Split Pin

Retaining Ring

Tapping Screw 3 x 10

Side Cover White

Set Bar Type

Up to 

1 set

Side Bracket
Type

1 pc

1 pc

6 pcs

2 pcs

1 pc

6 pcs

2 pcs

2 pcs 2 pcs

MT03 Weight Bar White 

MT03 Weight Bar Cap White

W–

W–

W–

W–

Tubular Motor parts need to be changed for Set Bar type

Remove 
screws.

Remove the shaft on Tubular Motor.

Remove 
a plate.

Remove a plate from the Tubular 
Motor on right side.

1 Remove the shaft.2 Fix the ATF35 Motor Side Bracket N on the 
Tubular Motor with screw.

3
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ATF35-RB

Product Name Product Code

ATF35 Roller Pipe Ø 50 
2000 mm

60230575

ATF35-RB Parts 

ATF35 End Side Bracket

ATF35 Motor Side Bracket N

30007803

30007804

30007802

60700231

60700230

ATF35 Tubular Motor

ATF35 Drive

ATF35 Limit Crown

Product Name Product Code

ATF35 Pipe End 

60700232

Retaining Ring

Split Pin

63570003

65230019

60230162

01030201

01030202

MT01N Set Bar 
White 2800 mm

MT01N Bracket (3 pcs)

MT01N Bracket (2 pcs)

Product Name Product Code

MT03 Weight Bar Cap 
White

01030265

Side Cover White

MT03 Weight Bar White
2730 mm

61950023

01030234

63200070

Tapping Screw 3 × 10

201602E

(*)

* Use for Set Bar type only.  


